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NOTES

1. AR RELEASE VALVE IS TO BE "CRISPIN SEWER VALVE", APCO 400
SEWAGE VALVE, OR EQUAL.

2. AIR—=VACUUM VALVE INSTALLATION IS TO BE SIMILAR EXCEPT THAT
THE VALVE IS TO BE APCO 402 SEWAGE VALVE, OR EQUAL.

3. 2" RELEASE LINE, GATE VALVE, AND CHECK VALVE ON AIR—VACUUM
VALVE ONLY.
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READ "CITY OF
CHATTANOOGA”
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NOTES

1.

MANHOLE FRAME AND COVER | :

3.

OR APPROVED EQUAL

@m.

SPECIFIED MINIMUM WEIGHTS
STANDARD WATERTIGHT
COVER 165 LBS. 190 LBS.
FRAME 185 LBS. 400 LBsS.
TOTAL 350 LBS. 590 LBS.

THE MANUFACTURER SHALL CERTIFY THE TRAFFIC

BEARING CAPACITY OF FRAMES AND COVERS.
MANHOLES IN PAVED AREAS MAY NOT REQUIRE

ANCHOR BOLTS.
BEARING SURFACES BETWEEN COVER AND FRAME

SHALL BE MACHINED TO PREVENT ROCKING.
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